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 RECOMMENDED PANEL CUTOUT
THICKNESS: .032-.079 (0.80-2.00)

CIRCUIT NO.
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PK-5559-002

NOT APPLICABLE
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WITHOUT EARS

NOT APPLICABLE

46993-****

BEIGE

NOT APPLICABLE

LEGEND

CIRCUIT SIZE
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MOUNTING OPTION

NOT APPLICABLE

MATERIAL OPTION

"1" = UL94V-2, BLACK

NOT APPLICABLE

"0" = UL94V-2, BEIGE

12

1.54 / 39.0

NOT APPLICABLE
NOT APPLICABLE

1.323 / 33.6018

NOT APPLICABLE

NOT APPLICABLE
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.331 / 8.40

.165 / 4.20
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.496 / 12.60

.992 / 25.20
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16
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1.37 / 34.8

.54 / 13.8
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.661 / 16.80

14

.827 / 21.00

.38 / 9.6

NOT APPLICABLE

.87 / 22.2
.71 / 18.0

1.04 / 26.4
1.21 / 30.6

--

NOTES:
1) MATERIAL:
     0 = NYLON, UL94V-2, COLOR: NATURAL (BEIGE); IEC 60335-1, 5th EDITION, GLOW WIRE CAPABLE.
     1 = NYLON, UL94V-2, COLOR: BLACK; IEC 60335-1, 5th EDITION, GLOW WIRE CAPABLE.
2) FINISH: NOT APPLICABLE
3) PRODUCT SPECIFICATION: PS-5556-001
4) PACKAGING: SEE CHART
5) PART MATES WITH MOLEX RECEPTACLE #46992.
6) PART TO BE USED WITH MOLEX MALE TERMINAL #5558.
7) MOUNTING OPTIONS:
        "0" = WITH EARS, DUAL ROW
        "1" = WITHOUT EARS, DUAL ROW
8)  PART IS NOT DESIGNED FOR CURRENT SHARING.
9)  CONNECTORS ARE NOT TO BE MATED OR UNMATED WHILE CIRCUITS ARE LIVE.
10) WIRES ARE TO BE DRESSED IN SUCH A MANNER TO ALLOW THE TERMINALS
    TO FLOAT FREELY IN THE POCKET.
11) PART CONFORMS TO CLASS "B" REQUIREMENTS OF COSMETIC SPECIFICATION
    PS-45499-002 WITH THE EXCEPTION OF DISCOLORATION, FLASH AND SINK MEET
    CLASS "C" REQUIREMENTS.
    PANEL HOLE TO PUNCHED OUT IN THE SAME DIRECTION AS INSERTION INTO
    THE PANEL.
    ON 2 CIRCUIT PARTS THIS DIMENSION IS ALLOWABLE UP TO DIMENSION "D".
    TO BE MEASURED AT SURFACE
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